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Founded in 1983 in Liege, Belgium, Drytec provides compressed air products worldwide 
and sales & after-sales service to channel partners throughout Europe. Drytec is 
keeping a high level of stock in Belgium with over 1000 dryers on shelves and thousands 
of consumables to serve customers in the best and fastest way. With nearly 45 years of 
experience in compressed air systems, Drytec is now one of the leading companies in the 
field of compressed air filters and automatic drainage systems for various industries.

Note: The product images/visuals may include optional components. Images represent the 
appearance of the product. Please check the standard and optional lists of the relevant 
product for the most accurate cautiously.
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MWC SERIES
DRYTEC WATER-COOLED AFTERCOOLER SERIES

Drytec is aware of the importance of high-quality compressed air. 

With the MWC Series, the aim is to provide customers with the highest 

quality compressed air by preventing high temperatures through the 

after cooler with low pressure drop.

High separation efficiency

Plug-in use with Drytec water separators

Reliable design

With its practical flanged design, the MWC Series provides high-quality 

compressed air by preventing high temperatures with low pressure 

drop.

Technical Specifications

Model Name A (mm) B (mm) C (mm) D (mm) E (mm) F (mm) G (mm)

MWC-650 1870 300 1047 530 G 2 1/2" 666 840

MWC-900 1870 300 1047 530 G 2 1/2" 666 840

MWC-1100 1870 300 1047 530 G 2 1/2" 666 840

MWC-1500 2032 318 1137 577 G 3" 717 900

MWC-1800 2032 318 1137 577 G 3" 717 900

MWC-2100 2032 318 1137 577 G 3" 717 900

MWC-2800 2185 274 1275 632 DN100 796 1000

MWC-3400 2185 274 1275 632 DN100 796 1000

MWC-4500 2290 287 1360 645 DN100 884 1065

MWC-5400 2290 287 1360 645 DN100 976 1065

MWC-6200 2571 299 1400 874 DN150 1081 110

MWC-7500 2640 299 1400 944 DN150 1115 1100

MWC-9000 2805 342 1374 1090 DN200 1126 1100

MWC-11000 2805 342 1374 1090 DN200 1128 1100

MWC-15000 3006 382 1402 1222 DN300 1264 1135

MWC-20000 3002 378 1402 1222 DN300 1264 1135

MWC-25000 3301 562 1350 1390 DN350 1322 1135

MWC-30000 3317 562 1350 1405 DN350 1421 1135
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Model Name Air Flow to be Cooled
(m3/h)

Required Water Flow 
(m3/h)

Compressed Air  
Connection Size

Water Separator 
Model

Water  
Connection

MWC-650 650 3 G 2" G1200WS G 1"

MWC-900 900 5 G 2" G1200WS G 1"

MWC-1100 1100 6 G 2" G1200WS G 1"

MWC-1500 1500 8 G 3" G2200WS G 1 1/2" 

MWC-1800 1800 10 G 3" G2200WS G 1 1/2" 

MWC-2100 2100 11 G 3" G2200WS G 1 1/2" 

MWC-2800 2800 15 DN100 GO-HC-3400 WS VIC 2"

MWC-3400 3400 18 DN100 GO-HC-3400 WS VIC 2"

MWC-4500 4500 24 DN100 GO-HC-4500 WS VIC 2 1/2"

MWC-5400 5400 29 DN100 GO-HC-5400 WS VIC 2 1/2"

MWC-6200 6200 32 DN150 F6500WS VIC 3"

MWC-7500 7500 39 DN150 F8500WS VIC 3"

MWC-9000 9000 48 DN200 F11000WS VIC 4"

MWC-11000 11000 58 DN200 F11000WS VIC 4"

MWC-15000 15000 79 DN300 F17000WS VIC 5"

MWC-20000 20000 105 DN300 F21000WS VIC 5"

MWC-25000 25000 131 DN350 F25500WS VIC 6"

MWC-30000 30000 157 DN350 F30000WS VIC 6"

Given flows are at 7 barg pressure with reference to 20°C and 1 barg atmospheric air suction as per ISO 7183 standard

Compressed Air 
Inlet Temp.

Compressed Air 
Outlet Temp.

Compressed Air 
Pressure

Max. Allowable 
Working Pressure

Required Water 
Temp.

Water Outlet 
Temp.

120°C 25°C 7 barg 16 barg 15°C 23°C

All the given data has been calculated according to the conditions above.
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Rue de la Légende, 36 B-4141 Louveigné, Belgium
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