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Founded in 1983 in Liege, Belgium, Drytec provides compressed air products worldwide 
and sales & after-sales service to channel partners throughout Europe. Drytec is 
keeping a high level of stock in Belgium with over 1000 dryers on shelves and thousands 
of consumables to serve customers in the best and fastest way. With nearly 45 years of 
experience in compressed air systems, Drytec is now one of the leading companies in the 
field of compressed air filters and automatic drainage systems for various industries.

Note: The product images/visuals may include optional components. Images represent the 
appearance of the product. Please check the standard and optional lists of the relevant 
product for the most accurate cautiously.
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The water inside the compressed air is always a problem. Atmospheric air includes 
water vapor, oil, and dust particles inside it. When the air is compressed the par-
ticles inside the air are also densified and produced unwanted condensate inside 
the compressed air. This condensate is generally acidic, and it could easily harm 
the pneumatic component of the system. It can damage the piping line and cause 
gas leakage, damage the end-product quality, or create undesired maintenance 
costs. For preventing these kinds of problems compressed air dryers should be 
used.
Drytec Modular Pneumatic Compressed Air Dryer MDD-P produces -40°C dew 
point compressed dry air without needing any power supply. MDD-P doesn’t 
need any electrical connection for producing dry compressed air. For that rea-
son, it can install in any place.

As operating in environments prone to explosive substances, it is imperative to adhere to the EU ATEX directives. The en-
tities in charge must evaluate the premises for potential areas where explosive gas or dust mixtures could form. If deemed 
necessary, these areas should be categorized into specific zones. This zone classification enables the selection of appropri-
ate machinery and equipment suitable for operation in those designated areas. The labels provided below outline the zone 
classifications within an installation where potentially explosive atmospheres might arise and labeling of hazardous locations, 
the classification of explosion groups and temperature classes, differentiation of gases, mists, and dusts.

In this context, Drytec kindly states that the MDD-P Series is approved according to ATEX 2014/34/EU Directive with the 
scopes stated below. The classifications shown below show the approved protection classes of the MDD-P Series.

Advantages
•	 No Electricity Required

	- It could be installed in almost any industrial location as they do not require 
additional energy to operate. It could also be used in a hazardous area.

•	 Low Cost

	- Require no electricity thus lowering operating costs. Also, it needs only 
pre-defined maintenance.

•	 High Efficiency

	- It can supply dry compressed air immediately. It removes the water vapor 
and lowers the dew point to -40°C (optionally -70°C). 

•	 Compact Design

	- It could be placeable in narrow spaces due to its modular design. 

User Appropriate machinery and equipment

Gas Zone Dust Zone Presence of a potentially explosive  
atmospheric environment Equipment group* Equipment category Application Area

(not mining)

0 Constantly,  
often, approx. >1000 h/year

II 1G Gases, mist, vapor

20 II 1D Dust

1 Occasionally,  
sometimes, approx. 10 – 1000 h/year

II 2G Gases, mist, vapor

21 II 2D Dust

2 Rarely, infrequently, in the event of an error, 
approx. <10 h/year

II 3G Gases, mist, vapor

22 II 3D Dust

* Equipment group states that the equipment is for use in areas that might be dangerous due to an explosive atmosphere/conditions.

II 2G Exh IIC T6
II 2D Exh IIC T85
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Pressure Dew Point Nominal Inlet
Temperature

Nominal Working 
Pressure

Maximum Inlet
Temperature

Maximum Working 
Pressure

Maximum Ambient
Temperature

-40°C / -70°C (opt) 35°C 7 barg 50°C 16 barg 50°C

Model 
Capacity

Connection Size
(m3/h) (cfm)

MDD-P-3 5 3 1/2"

MDD-P-5 10 5 1/2"

MDD-P-10 20 10 1/2"

MDD-P-15 25 15 1/2"

MDD-P-20 35 20 1/2"

MDD-P-25 45 25 1/2"

MDD-P-30 50 30 1/2"

MDD-P-40 70 40 1 1/2"

MDD-P-50 85 50 1 1/2"

MDD-P-60 100 60 1 1/2"

MDD-P-75 130 75 1 1/2"

MDD-P-100 170 100 1 1/2"

MDD-P-120 200 120 1 1/2"

MDD-P-180 300 180 1 1/2"

MDD-P-240 400 240 1 1/2"

MDD-P-340 575 340 2”

MDD-P-400 680 400 2”

MDD-P-500 850 500 2”

MDD-P-590 1000 590 2”

MDD-P-735 1250 735 3”

MDD-P-890 1500 890 3”

MDD-P-1060 1800 1060 3”

Given flows are at 7 barg pressure with reference to 20°C and 1 bar atmospheric air suction as per ISO 7183 standard

Technical Specifications

Pressure (barg) F1 Inlet Temp. (°C) F2

4.5 0.69 20 1.00

5 0.75 25 1.00

6 0.88 30 1.00

7 1.00 35 1.00

8 1.12 40 0.80

9 1.25 45 0.73

10 1.37 50 0.59

11 1.50 - -

12 1.62 - -

13 1.74 - -

14 1.87 - -

15 1.99 - -

16 2.11 - -

Correction Factor for MDD-P Series
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